





OPTIONA

" Posibilidad
—_ de alimentacion PC.
Possibility of notebook
powering.

Impresién completa del
informe histérico.
Full audit trail printout.

Desbloqueo electronico.
Electronic override.

Posibilidad de descargar el informe histérico
de la caja fuerte.

Possibility of downloding the audit-trail from
the safe.

|
Wall fixing plates.

&

Placas de fijacion a la base.  Floor fixing plates.




CARACTERISTICAS TECNICAS

TECHNICAL SPECIFICATIONS

(Excepto “Reception Office” y “Royal”)

- Frontal cortado con laser, 6 mm de grosor
(excepto los modelos de la linea Visual).

- Cuerpo de grosor resistente.

- Apertura total de la puerta.

- Apertura mecanica de emergencia (para modelos
electronicos).

- Cerradura digital motorizada.

- Pestillo cilindrico de 17 mm de diametro.

- Agujeros de anclaje en la parte posterior y en la
base para una facil instalacion.

- Recubrimiento epoxy, resistente al rayado y a
la corrosion.

- Alfombirilla interna en la base.

- Alimentacion con pilas alcalinas AA de
1,5 V (no incluidas).

- Caodigo cliente de 3 a 6 digitos.

- Cancelacion automatica del codigo cliente
(siempre que la puerta esté abierta).

- Codigo maestro de 6 digitos.

- Blogueo automatico del teclado tras introducir
3 codigos erréneos.

-Indicacion de bateria descargada (en el display
y senal acustica).

- Memoria no volatil: los codigos establecidos no
se pierden durante el cambio de bateria.

- Color gris metalizado.

(Excluded Reception Office and Royal)

- Door laser cut, thickness 6 mm (except for Visual
line models).

- Body of adequate thickness.

- Completely opening of the door.

- Emergency mechanical opening (for electronic

models).

- Digital motorized lock.

- Cylindrical bolts diameter 17 mm.

- Back and base anchoring holes for an easy
installation.

- Epoxy coating, scratch proof and corrosion proof.

- Internal carpet on the base.

- Powering through alkaline batteries type AA -
1,5 V (not included).

- User code from 3 to 6 digits.

- Automatic user code erasing every time the door
is open.

- Master code: 6 digits.

- Automatic keyboard block after 3 faulty code
entries.

- Low batteries signal (on the display and acoustic).

- Non volatile memory: the codes set remain in
the memory during battery change.

- Colour grey metallized.
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